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RYKER

MILD
STEEL

ALL STOCKED ITEMS
NEXT WORKING DAY

YEAR
GUARANTEE5

TECHNICAL
INFORMATION
Wall to front face = 104-115mm

Wall to pipe centres = 65-76mm

Standard connections 1/2”

The Ryker can be mounted 
right or left handed.

RYKER 50/80 (CHROME)

* See pages 60-66
for Accessories

Available Finishes

Chrome finish reduces output by up to 20%        All prices in White next working day 

MODEL HEIGHT
(mm)

WIDTH
(mm)

PIPE
CENTRES

(mm)

WATTS
Δt 50oC

BTUs
Δt 50oC

WHITE
9016

(ex VAT)

ANTHRACITE
TEXTURE 7016 

(ex VAT)

CHROME
(ex VAT)

ULTRA MATT 
BLACK

(ex VAT)

COLOUR / 
FINISHES
(ex VAT)

WEIGHT
(kgs)

RYKER - CENTRAL HEATING

RYKER 50/80 824 500 80 421 1436 £212 £212 £266 £292 £308 10

RYKER 50/120 1126 500 80 560 1910 £259 £259 £328 £339 £356 14

FOR MORE
INFORMATION

OPTIONS
CENTRAL HEATING

WHITE 9016
Lead Time: Next working day

ANTHRACITE TEXTURE 7016
Lead Time: Next working day

CHROME
Lead Time: Next working day

F02 ULTRA MATT BLACK
Lead Time: 7 working days

RAL COLOURS/FINISHES
Lead Time: 7 working days

 (Details page 67)




